
HHEEAAVVYY  DDUUTTYY  PPAAVVEEMMEENNTT  MMEEMMBBRRAANNEE  
LLIISSTT  OOFF  PPHHYYSSIICCAALL  PPRROOPPEERRTTIIEESS  GGUUIIDDEE  SSPPEECCIIFFIICCAATTIIOONN  

MEMBRANE: 

The high st rength pavem ent  m em brane shall incorporate two layers of high st rength fabric embedded in self 
adhesive rubberized asphalt ,  and shall have the following propert ies:  

TYPE OF TEST PROPERTY ASTM METHOD SPECI FI CATI ON 

DI MENSI ONS Thickness D 1777 .135 in. 

LOW TEMPERATURE 
FLEXI BI LI TY 

Cold Flex at  0° F D 146 
(Modified)  

No Cracking 

STRENGTH Tensile St rength
(Machine Direct ion)  

D 412  2000 PSI  

ELASTOMERI C BEHAVI OR Elongat ion at  Break of Fabric D 412 > 10 %

PRODUCT I NTEGRI TY Adhesion of Fabric to Compound D 1000 15 lb./ in. width 

WEI GHT Weight / ft ²  of Mem brane D 1910 .8 lb/ ft2 

Heat  Stabilit y 
 @ 190° F 

N A pass 
RESI STANCE OF COMPOUND 
TO HI GH TEMPERATURES 

Softening Point  D 36 220 °  F 

PRI MER: 

A surface prim er or tack coat  will be required.  The type of m aterial and rate of applicat ion will be in accordance with 
the m anufacturer’s recom m endat ions. 
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