@ polyguard DETAILS

MECHANICAL

INSTALL FIRST PIECE OF INSTALL 12" STRIP OF CLEAN AIR HANDLER WITH ALCOHOL
ALUMAGUARD ON INSULATION ALUMAGUARD 6" ON AIR HANDLER SOLUTION TO REMOVE OILS
UNIT AND 68" ONTO INSTALLED PIECE PRIOR TO MEMBRANE APPLICATION

OF ALUMAGUARD ON DUCT \
INSULATION -

AIR HANDLER

./

( ROOF /

DUCT

STEP 1

STEP 2
INSTALL 4" X 4 ANGLE FLASHING INSTALL 6" X 6" STRIP OF ALUMAGUARD
AROUND DUCT TO FIT FLUSH TO FLASHING
SCREWED THROUGH ALUMAGUARD
"NTO AIR HANDLER METAL AND COVER FLASHING ONTO DUCT
\ AND AIR HANDLER
STEP 3 STEP 4

SECTION @ TYPICAL DUCT SEAT AT AIR HANDLER

POLYGUARD PRODUCTS, INC. 2011

(NOT TO SCALE)

Polyguard Products

P.O. Box 755 - Ennis, TX 75119 ‘.‘, ‘ )

Phone: 214-515-5000 Fax: 972-875-9425 o, msn il s vt s e e ot s
WWWp Oly gU ar d com statements, recommendations or suggestions in conjunction with our conditions of sale, which apply to all goods supplied by us.




