
EFFECTIVE DATE:

03/07/14

SUPERCEDES:

NOT TO SCALE

03/02/2012

VALVE GROUP

VALVE GROUP VALVE GROUP

VALVE GROUP

VALVE GROUP

RG APPLIED 30 MILS

WITH GLOVE AND

SMOOTH

ACCUTROWEL

APPLY A 1- 1/4"  STRIP OF

VAPORGUARD APPLIED AROUND

PIPE

APPLY RIGID INSULATION

OVER RG LEAVING 1/4" OF

VAPORGUARD EXPOSED

1/4" VAPORGUARD LEFT

EXPOSED

APPLY VAPOR BARRIER

OVER INSULATION

LEAVING 1/4" OF

VAPORGUARD EXPOSED

1/4" VAPORGUARD

LEFT EXPOSED

APPLY METAL JACKET OVER

VAPOR BARRIER LEAVING 1/4" OF

VAPORGUARD EXPOSED

ONCE VAPORGUARD IS APPLIED TO INSULATION

TERMINATION PRESS END CAP OVER VAPORGUARD

OPTIONAL VAPORGUARD ON

TOP OF VAPOR BARRIER

Polyguard Products
P.O. Box 755 - Ennis, TX 75119
Phone: 214-515-5000 Fax: 972-875-9425
www.polyguard.com


