pe) PoOlyguard DETAIL

ARCHITECTURAL

RIGID INSULATION

I ! | WALL TIE, FASTENER HOLE SEALED AND TOOLED WITH POLYGUARD DETAIL
i i SEALANT PW BETWEEN BACK OF WALL TIE AND AIR BARRIER FIELD MEMBRANE
EEig / | _— LOW-RISE SPRAY ADHESIVE (BY OTHERS)
A i POLYGUARD NON-PERMEABLE AIRLOK SHEET 400 SERIES AIR BARRIER
T / //_ MEMBRANE APPLIED BEFORE (AS SHOWN) OR AFTER SELECTED FLASHING
. L L
F ]_— GYPSUM SHEATHING
A%
AL TERMINATION BAR (BY OTHERS) FOR SHEET THRU-WALL FLASHING ONLY. APPLY AND TOOL WITH
) s’ | _— POLYGUARD DETAIL SEALANT PW ALONG TOP EDGE AND OVER EACH FASTENER HEAD. TERMINATION BAR
/ZZ AND SEALANT ARE NOT REQUIRED IN COMBINATION WITH FLUID-APPLIED THRU-WALL FLASHING MATERIALS.
g 1. OLYGUARD AIRLOK SHEET 200 BU / NP, AIRLOK SHEET 400 NP ,OR AIRLOK SHEET 400 HT / NP APPLIED OVER
At LA [ POLYGUARD 650 LT LIQUID ADHESIVE OR CALIFORNIA SEALANT APPLIED AT A RATE OF 250 - 300 SF / GAL, OR OVER
] 650 WB LIQUID ADHESIVE APPLIED AT A RATE OF 350 - 400 SF / GAL; OR POLYGUARD DETAIL SEALANT PW APPLIED
| SN [ " AND TOOLED TO MINIMUM 25 MILS WET. EXTEND SELECTED FLASHING MEMBRANE A MINIMUM 3" ONTO AIR BARRIER
Jl
|z | : MEMBRANE AND TERMINATE 5/8" FROM BEND IN DRIP EDGE (END DAMS NOT SHOWN). APPLY SELECTED FLASHING
Lo | 2 iy MATERIAL EITHER BEFORE OR AFTER (AS SHOWN) SELECTED POLYGUARD AIR BARRIER FIELD MEMBRANE.
~ i T
| SN AN7 % CONNECTION BETWEEN FLOOR PLATE AND SHELF ANGLE PER ENGINEERING DETAILS
4y aml ] : POLYGUARD DETAIL SEALANT PW APPLIED AND TOOLED TO MINIMUM 3/4" CANT /
I A1 FILLET ALONG SELECTED AIR BARRIER FIELD MEMBRANE AND SHELF ANGLE JOINT

L = STAINLESS STEEL OR COPPER DRIP EDGE

N

< LIP BRICK

5 g COMPRESSIBLE PAD
1= POLYGUARD AIRLOK SHEET 200 BU / NP, AIRLOK SHEET 400 NP, OR AIRLOK SHEET 400 HT / NP
N APPLIED OVER POLYGUARD 650 LT LIQUID ADHESIVE OR CALIFORNIA SEALANT APPLIED AT A RATE
: OF 250 - 300 SF / GAL, OR OVER 650 WB LIQUID ADHESIVE APPLIED AT A RATE OF 350 - 400 SF / GAL;
OR POLYGUARD DETAIL SEALANT PW APPLIED AND TOOLED TO MINIMUM 25 MILS WET. EXTEND

‘I\ SELECTED FLASHING MINIMUM 3" ONTO AIR BARRIER MEMBRANE. APPLY SELECTED FLASHING
EITHER BEFORE OR AFTER (AS SHOWN) SELECTED POLYGUARD AIR BARRIER FIELD MEMBRANE.

POLYGUARD NON-PERMEABLE AIRLOK SHEET 400 SERIES AIR BARRIER
MEMBRANE APPLIED BEFORE (AS SHOWN) OR AFTER SELECTED FLASHING
m SECTION @ FRAMED BACKING WALL / MASONRY VENEER - FLOOR TRANSITION
ASANE A e
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