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MATERIAL SEPARATED FOR CLARITY

The information provided is based on data and knowledge considered to be
true and accurate and is offered for the users' consideration, investigation
and verification, but we do not warrant the results to be obtained.  Please
read all data sheets, statements, recommendations  or suggestions in con-
junction with our conditions of sale, which apply to all goods supplied by us.
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SPECIAL NOTE:   IF ADHESIVE IS REQUIRED FOR
SEAMS OR ENDLAPS DO NOT USE POLYGUARD
650 WB LIQUID ADHESIVE

SECTION @ GUARDRAIL DETAIL (OPTION 1)

RAIL POST - BY OTHERS (TBD)

LIGHT-WEIGHT CONCRETE TOPPING SLAB - BY OTHERS

90 MILS POLYGUARD DETAIL SEALANT PW OR POLYGUARD
LM-95 APPLIED OVER FASTENERS AND RAIL PLATE

SCREW FASTENERS, SECURE INTO WET POLYGUARD
DETAIL SEALANT PW OR POLYGUARD LM-95

RAILING BASE PLATE - BY OTHERS

POLYGUARD BALCONY SHEET MEMBRANE SERIES
WATERPROOFING APPLIED TO SUBSTRATE PREPARED WITH 650
LT LIQUID ADHESIVE OR POLYGUARD CALIFORNIA SEALANT AT A
RATE OF 250 - 300 SF/GAL OR POLYGUARD 650 WB LIQUID
ADHESIVE AT A RATE OF 350 - 400 SF/GAL

DRILL PILOT HOLES FOR RAILING BASE PLATE ANCHORAGE AND
FILL WITH POLYGUARD DETAIL SEALANT PW OR POLYGUARD
LM-95 AFTER CLEARING THE HOLES WITH COMPRESSED AIR

OSB DECK OR APPROVED SUBSTRATE - BY OTHERS

POLYGUARD DETAIL SEALANT PW OR POLYGUARD LM-95
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