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MATERIAL SEPARATED FOR CLARITY

The information provided is based on data and knowledge considered to be
true and accurate and is offered for the users' consideration, investigation
and verification, but we do not warrant the results to be obtained.  Please
read all data sheets, statements, recommendations  or suggestions in con-
junction with our conditions of sale, which apply to all goods supplied by us.
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SECTION @ HORIZONTAL CRM MEMBRANE PITCH POCKET 
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PENETRATION SIDEWALLS
ABRAIDED AND PREPARED WITH
POLYGUARD CR SEALANT  AT A
RATE OF 175 - 200  SF/GAL

FILL THE POCKET WITH
POLYGUARD CR LIQUID MEMBRANE
APPLY WITH AN INITIAL 1" LIFT
ALLOW TO CURE THEN ADD A
TOPPING LIFT TO THE HEIGHT OF
THE SIDEWALLS - PREPARE
SUBSTRATE WITH POLYGUARD CR
SEALANT AT A RATE OF 50 - 75
SF/GAL

FAST SET CONCRETE TO SECURE
PENETRATIONS AND CREATE A
SOUND SUBSTRATE FOR THE
POCKET FILL - BY OTHERS

PITCH POCKET  FORM - BY
OTHERS

POLYGUARD FABRIC TAPE
OVER POLYGUARD CRM
MEMBRANE AND POCKET
FORM PREPARED WITH
POLYGUARD CR SEALANT
AT A RATE OF 50 - 75
SF/GAL

POLYGUARD CRM
MEMBRANE FABRIC
TOWARD CONCRETE POUR
AND ROUGH FIT ONTO
FAST SET CONCRETE

APPROVED SUBSTRATE -
BY OTHERS

NOTE:  RECESS PITCH POCKET INTO
SUBSTRATE TO MAINTAIN PROPER
THICKNESS OF CONCRETE IF REQUIRED.

POLYGUARD POLYFLOW 18
MOLDED DRAIN - FABRIC
TOWARD SUBSTRATE
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